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SECTION A -PERMIT AUTHORIZATION

Pursuant to aduly submitted application which was determined to be complete on February 23, 1999, the
Kentucky Divigon for Air Qudlity hereby authorizes the operation of the equipment described herein in
accordance with the terms and conditions of this permit. This permit has been issued under the provisons
of Kentucky Revised Statutes Chapter 224 and regulations promulgated pursuant thereto.

The permittee shdl not congruct, recondruct, or modify any affected facilities without first having submitted
acomplete goplication and receiving a permit for the planned activity from the permitting authority, except
as provided in this permit or in the Regulation 401 KAR 50:035, Permits.

Issuance of this permit does not relieve the permittee from the responghbility of obtaining any other permiits,
licenses, or gpprovas required by this Cabinet or any other federa, State, or loca agency.
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SECTION B - EMISSION POINTS, EMISSIONS UNITS, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS

Group Requirements

01(S1) MdtFurnace#l

Description:

A SMID modd 100 met furnace with a maximum processing rate of 7.42 tons of duminum per hour and
amaximum naturd gas usage rate of 25 mmBTU / hr, with backups of No. 2 fuel oil or propane.
Construction commenced - 1969.

02(S2) Médt Furnace#2

Description:

A Wawick mdt furnace with a maximum processing rate of 7.42 tons of duminum per hour and a
maximum natural gas usage rate of 25 mmBTU / hr, with backups of No. 2 fud oil or propane.
Construction commenced - 1969.

03($4) Holding Furnace#1

Description:

A Wawick holding furnace with a maximum processing rate of 8.1 tons of auminum per hour and a
maximum natural gas usage rate of 10 mmBTU / hr, with backups of No. 2 fud oil or propane.
Construction commenced - 1969.

04 (S5) Holding Furnace#2

Description:

A Wawick holding furnace with a maximum processing rate of 8.1 tons of auminum per hour and a
maximum natura gas usage rate of 7 mmBTU / hr, with backups of No. 2 fuel oil or propane.
Construction commenced - 1969.

APPLICABLE REGULATIONS.
401 KAR 61:020, Existing process operations

1. Operating L imitations:
None

2. Emission Limitations:
Pursuant to Regulation 401 KAR 61:020:
a) Vigble emissonsshdl not equa or exceed 40 percent opacity, as determined with Reference
Method 9, Appendix A, 40 CFR 60.
b) Hourly particulate emissons, as measured by Reference Method 5, Appendix A, 40 CFR 60
averaged over three hours or the minimum time specified, shal not exceed the limit caculated
by the following formula

E =4.10 P*¢

Where Pisthe process weight rate (al materid added to the unit including fluxing agents
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SECTION B - EMISSION POINTS, AFFECTED FACILITIES, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (continued)

Group Requirements(continued)

2.

Emission Limitations:(continued)

and dloys) in tonghour. If the process weight equas or is less than 0.5 ton/hour the particulate
matter emisson limitation shal be 2.58 Ibghr.

Testing Reguirements: none

Specific Monitoring Reguir ements;

a)

b)

To provide reasonable assurance that the visble emission limitations are being met the permittee

gl

i) perform from each stack or vent opacity readings usng Reference Method 9 determine
each cdendar quarter, or more frequently if requested by the Divison. Opacity readings
shdl be conducted while the emisson units are operating.

i) peform aqudlitative visua observation of the opacity of emissions from each stack/vent
on adaly bass and maintain alog of the observation. The log shdl note:
1) whether any air emissions (except for water vapor) were visble from the vent/stack,
2) dl emisson points from which visble emissons occurred, and
3) whether the vishble emissions were norma for the process.

iii) determine the opacity of emissons by Reference Method 9 if vishle emissons from any
stack/vent is perceived or believed to exceed the applicable standard.

To provide reasonable assurance that the particulate matter emisson limitations are being met,
the permittee shal monitor the amounts and types of process weight added to each emissions
unit. The process weight rate shal be determined by dividing the tons of materia added to each
emission unit in acaendar month divided by tota hours the unit operated that month.

The average particulate emissons shdl be caculated as follows:
PE = PW x PEF

Where PE = particulate emissonsin average lbs'hr, PW = process weight in tonghr, and PEF
= particulate emission factor in Ibs/ton of process weight.

The particulate emission factors shdl be the number determined from the compliance test
required in Section D or other emission test or emisson factors approved by the Division and
gpecified in the Statement of Bagis.

Specific Record K eeping Requirements:

Records shdl be maintained of the dally visua observations, the caendar quarter observations by
Reference Method 9, the amounts and types of process weight added to each emissions unit and
the hours of operation.
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SECTION B - EMISSION POINTS, AFFECTED FACILITIES, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (continued)

Group Requirements(continued)

6. Specific Reporting Requirements:
Any exceedance over the opacity and particulate emissons as stated in this permit shal be reported
to the Divison as specified in Section F (6). The company shdl dso certify to the Divison,
annudly, that adaly vishble emisson survey isconducted and the specified records are being kept
for thisemisson point. If more than two exceedances occur in any rolling Sx months, the owner
or operator shdl submit to the Divison's Owensboro Regiond Office no later than 30 days from
the second exceedance a corrective action plan for the Divison’s approval.
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SECTION B - EMISSION POINTS, AFFECTED FACILITIES, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (continued)

14 (S3) - Mét Furnace#3

Description:

A SMID, Modd 125, mdt furnace with maximum processing rate of 13 tons of duminum per hour and a
maximum natural gas usage rate of 25 mmBTU per hour, with backups of No. 2 fue oil and propane.
Construction commenced - 1992

APPLICABLE REGULATIONS:

401 KAR 59:010, New process operations
401 KAR 59:105, New process gas streams
Sdf-imposed limitations to preclude PSD

1. Operating L imitations:
Only natura gas, No. 2 fue ail, and propane shal be used.
Fud oil usage rate shdl not exceed 65,000 gdlong/month and the sulfur in the fud oil shdl not
exceed 0.7% sulfur.- Saf imposed to preclude applicability of 401 KAR 51:017, Prevention of
ggnificant deterioration.

2. Emisson Limitations:
Pursuant to Regulation 401 KAR 59:010:
a) Vishleemissonsshal not equa or exceed 20 percent opecity, as determined with Reference
Method 9, Appendix A, 40 CFR 60.
b) Hourly particulate emissions, as measured by Reference Method 5, Appendix A, 40 CFR 60,
averaged over three hours or the minimum time specified, shdl not exceed the limit caculated
by the following formulaor 5.6 lbs/hr (sef-imposed) whichever isless:

E = 3.59 P62

Where Pisthe process weight (total weight of al materias introduced into the emission unit
induding fluxing agents and dloys) in Ibs’hour. If the processweight equds, or isless, than 0.5
ton/hour the particulate matter emission limitation shal be 2.34 |bs/hr.

Sdf-imposed limitation to preclude PSD:

a) Hourly PM;o emissions, as measured by Reference Method 201 or 201a, Appendix M,
40 CFR 51, and averaged over three hours or the
minimum specified time, shal not exceed 34 Ibg/hr.

b) Sulfur dioxide emissions, as measured by Reference Method 6 or 6¢, Appendix A, 40
CFR 60, and averaged over three hours, shall not exceed 3.25 tongmonth.

Pursuant to 401 KAR 59:105:
SO, in the process gas stream shall not exceed 28.63 grains per 100 dscf a zero percent

oxygen.
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SECTION B - EMISSION POINTS, AFFECTED FACILITIES, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (continued)

3.

4,

Testing Requirements: None

Specific Monitoring Requirements:

a)

b)

To provide reasonable assurance that the visble emisson limitations are being met the permittee

sl

i) perform from each stack or vent opacity readings usng Reference Method 9 determine
each calendar quarter, or more frequently if requested by the Divison. Opacity readings
shdl be conducted while the emisson unit are operating.

ii) perform aquditative visud observetion of the opacity of emissons from esch
gack/vent on adaily basis and maintain alog of the observation. Thelog shal note:
1) whether any air emissons (except for water vapor) were visble from the vent/stack,
2) dl emisson points from which visible emissions occurred, and
3) whether the visble emissons were norma for the process.

iii) determine the opacity of emissons by Reference Method 9 if visble emissions from any
stack/vent is perceived or believed to exceed the applicable standard.

To provide reasonable assurance that the particulate matter emission limitations (TSP and
PM 10) are being met, the permittee shal monitor the amount and type of process weight added
to each emissons unit. The process weight rate shall be determined by dividing the tons of
materia added to each emission unit in a cdendar month divided by total hours the unit
operated that month. Average particulate emissons shal be caculated asfollows:

PE = PW x PEF

Where PE = Particulate emissonsin Ibshr, PW = process weight in tonsghr, PEF = particulate
emisson factor in Ibsfton of process weight. The particulate emission factor shdl be developed
from compliance test required in Section D or other emission test or emission factor approved
by the Divison and specified in the Statement of Basis.

To provide reasonable assurance that the sulfur dioxide emisson limitations are being met, the
permittee shal monitor monthly the amount, sulfur content, and the type of fud oil used.

Specific Record K eeping Requirements:

Records shdl be maintained of the visua observations, caendar quarter Reference Method 9,
combined amount and type of fud oil used, the sulfur content of each fue oil used, the hours of
operation and the amount of process weight added to each emissions unit.
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SECTION B - EMISSION POINTS, AFFECTED FACILITIES, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)

14 (S3) - Médt Furnace #3(continued)

6. Specific Reporting Requirements:

Any exceedance over the opacity, particulate emissons, fue oil usage, or sulfur dioxide limits as
dated in this permit shall be reported to the Divison as specified in Section F (6). The company
shdl dso certify to the Divison, annudly, that adaily visble emisson survey is conducted and the
Specified records are being kept for thisemisson point. If more than two exceedances occur in any
rolling sx months, the owner or operator shal submit to the Divison's Owensboro Regiond Office
no later than 30 days from the second exceedance a corrective action plan for the Divison's
approval.
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SECTION B - EMISSION POINTS, AFFECTED FACILITIES, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)

13(S6 & S7) Holding Furnaces#3 & #4

Description:

SMD Mode 80 holding furnaces with a combined maximum processing rate of 13.7 tons of duminum per
hour and a maximum natura gas usage rate of 10.5 mmBTU / hr, with backups of No. 2 fud oil and
propane.

Construction commenced - 1989.

APPLICABLE REGULATIONS:

401 KAR 59:010, New process operations
401 KAR 59:105, New process gas streams
401 KAR 53:010, Ambient air quality standards
Sdf-imposed limitations to preclude PSD

1. Operating Limitations:
Only natura gas, No. 2 fud ail, and propane shdl be used. Combined fue oil usage rate shdl not
exceed 65,000 galons'month and the fue oil sulfur content shall not exceed 0.7%. Sdlf imposed
to preclude gpplicability of 401 KAR 51.017, Prevention of significant deterioration.
Only fluoride-free fluxing agents shal be used.

2. Emisson Limitations:

Pursuant to Regulation 401 KAR 59:010:

a) Vidbleemissonsshdl not equa or exceed 20 percent opacity, as determined with Reference
Method 9, Appendix A, 40 CFR 60.

b) Hourly particulate emissions, as measured by Reference Method 5, Appendix A, 40 CFR 60,
averaged over three hours or the minimum specified time, shal not exceed the limit calculated
by the following formula or a combined particulate emisson rate of 5.6 |bs/hr (self-imposed)
whichever isless

E =359 P*%

Where P is the process weight (total weight of dl materids introduced into the emission unit
induding fluxing agents and dloys) in tons’hour. If the process weight equas or islessthan 0.5
ton/hour the particulate matter emission limitation shal be 2.34 |bs/hr.

Sdf-imposed limitation to preclude PSD:

a) Combined hourly PM emissions, as measured by Reference Method 201 or 201a, Appendix
M, 40 CFR 51, and averaged over three hours or the minimum specified time, shal not exceed
3.4 Ibg/hr.

b) Combined sulfur dioxide emissions, as measured by reference method 6 or 6¢, Appendix A,
40 CFR 60, averaged over three hours, shall not exceed 3.25 tons per month.

Pursuant to 401 KAR 59:105:
SO, in the process gas stream shall not exceed 28.63 grains per 100 dscf a zero percent

oxygen.
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SECTION B - EMISSION POINTS, AFFECTED FACILITIES, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)

13 (S6 & S7) Holding Fur naces(continued)
3. Testing Requir ements; None

4. Specific Monitoring Reguir ements;

a)

b)

To provide reasonable assurance that the visble emission limitations are being met the permittee
gl
i) perform from each stack or vent opacity readings usng Reference Method 9 determine
each cdendar quarter, or more frequently if requested by the Divison. Opacity readings
ghdl be conducted while the emisson units are operating.
i) perform aqudlitative visua observation of the opacity of emissons from each stack/vent
on adaly bass and maintain alog of the observation. The log shdl note:
1) whether any air emissions (except for water vapor) were visble from the vent/stack,
2) dl emisson points from which visble emissons occurred, and
3) whether the visible emissions were normd for the process.
iif) determine the opacity of emissons by Reference Method 9 if visble emissons from any
stack/vent is perceived or believed to exceed the applicable standard.
To provide reasonable assurance that the combined average particulate matter emission
limitations (TSP and PM ) are being met, the permittee shal monitor the amountsand types
of process weight added to each emisson unit. The process weight rate shal be determined by
dividing the tons of materid added to each emisson unit in acaendar month divided by tota
hours the unit operated that month. Average particulate emissons shdl be calculated asfollows:

PE = PW x PEF

Where PE = Particulate emissons in lbshr, PW = process weight in tons/hr and PEF =
particulate emisson factor in Ibs/ton of process weight. The particulate emission factor shdl be
developed from compliance test required in Section D or other emission test or emission factor
approved by the Divison and specified in the Statement of Basis.

To provide reasonable assurance that the sulfur dioxide emisson limitations are being met, the
permittee shal monitor monthly the amount, sulfur content, and the type of fud oil used.

5. Specific Record Keeping Reguirements:

Records shdl be maintained of the visua observations, caendar quarter Reference Method 9,
combined amount and type of fud oil used, the sulfur content of each fue oil used, the hours of
operation and the amount of process weight added to each emissions unit.
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SECTION B - EMISSION POINTS, AFFECTED FACILITIES, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)

6. Specific Reporting Requirements:

Any exceedance over the opacity, particulate emissons, fuel oil usage, or sulfur dioxide limits as
dated in this permit shal be reported to the Divison as specified in Section F (6). The company
shdl dso certify to the Divison, annudly, thet adaily vishle emisson survey is conducted and the
specified records are being kept for thisemisson point. If more than two exceedances occur in
any rolling sx months, the owner or operator shall submit to the Divison’s Owensboro Regiond
Office no later than 30 days from the second exceedance a corrective action plan for the Divison's
approval.
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SECTION B - EMISSION POINTS, AFFECTED FACILITIES, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)

21 (S8, 9) - 2 Mdt/hold furnaces
Description:

18 mmBTU/ hr furnaces

Construction commenced - April 18, 1997

APPLICABLE REGULATIONS:

401 KAR 59:010, New process operations
401 KAR 59:105, New process gas streams
401 KAR 53:010, Ambient air quality standards
Sdf-imposed limitations to preclude PSD
Sdf-imposed dtate origin requirements

1 Operating Limitations:
Only natura gas, No. 2 fue ail, and propane shal be used.
Combined fud oil usage rate shdl not exceed 65,000 galons'month and the fud oil sulfur content
shall not exceed 0.7%. Sdlf imposed to preclude applicability of 401 KAR 51:017, Prevention of
ggnificant deterioration.
Only fluoride-free fluxing agents shal be used.

State Origin Limitations:
Only clean raw materid shdl be charged into the furnaces.

2. Emission Limitations:
Pursuant to Regulation 401 KAR 59:010:

a) Vidbleemissonsshal not equa or exceed 20 percent opacity, as determined with
Reference Method 9, Appendix A, 40 CFR 60.

b) Hourly particulate emissons, as measured by Reference Method 5, Appendix A, 40 CFR 60,
averaged over three hours or the specified minimum time, shal not exceed the limit caculated
by the following formula or a combined particulate emisson rate of 5.6 |bs/hr (self-imposed)
whichever isless.

E = 3.59 P°¢2

Where P is the process weight (total weight of al materias introduced into an emission unit
including fluxing agents and dloys) in tons’hour. If the processweight equasor is
less than 0.5 torvhour the particulate matter emission limitation shall be 2.34 Ibs/hr.

Sdf-imposed limitation to preclude PSD:
a) Combined hourly PMy, emissons, as measured by Reference Method 201 or 2013,

Appendix M, 40 CFR 51, and averaged over three hours or minimum specified time, shdl
not exceed 3.4 Ibg/hr.
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SECTION B - EMISSION POINTS, AFFECTED FACILITIES, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)

21 (S8, 9) - 2 Mélt/hold furnaces(continued)

b) Combined sulfur dioxide emissions, as measured by reference method 6 or 6¢, Appendix
A, 40 CFR 60, averaged over three hours shdl, not exceed 3.25 tons per month.

Pursuant to 401 KAR 59:105:

SO, in the process gas stream shall not exceed 28.63 grains per 100 dscf a zero percent
oxygen.

3. Testing Requirements:

None.

4. Specific Monitoring Requirements:

a)

b)

To provide reasonable assurance thet the visble emisson limitations are being met the permittee

sl

i) perform from each stack or vent opacity readings usng Reference Method 9 determine
calendar quarter, or more frequently if requested by the Divison. Opacity readings shall
be conducted while the emission units are operating.

i) perform aquditative visua observation of the opacity of emissons from each stack/vent
on adaly bass and maintain alog of the observation. The log shdl note:
1) whether any air emissons (except for water vapor) were visble from the vent/stack,
2) dl emisson points from which visible emissions occurred, and
3) whether the visble emissons were norma for the process.

iii) determine the opacity of emissons by Reference Method 9 if visble emissions from any
stack/vent is perceived or believed to exceed the applicable standard.

To provide reasonable assurance that the combined average particulate matter emission
limitations (TSP and PM ) are being met, the permittee shall monitor the amounts and types
of process weight added to each emission unit. The process weight rate shall be determined
by dividing the tons of materid added to each emission unit in acdendar month divided by total
hours the unit operated that month. Average particulate emissons shdl be calculated asfollows:

PE = PW x PEF
Where PE = Particulate emissons in lbshr, PW = process weight in tons’hr and PEF =
particulate emission factor in Ibs/ton of process weight. The particulate emission factor shdl
be developed from compliance test required in Section D or other emission test or emission
factor approved by the Divison and specified in the Statement of Basis.

To provide reasonable assurance that the sulfur dioxide emission limitations are being met, the
permittee shal monitor monthly the amount, sulfur content, and the type of fud oil used.
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SECTION B - EMISSION POINTS, AFFECTED FACILITIES, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)

21 (S8, 9) - 2 Mélt/hold furnaces(continued)

5. Specific Record Keeping Reguirements:
Records shdl be maintained of the visua observations, caendar quarter Reference Method 9,
combined amount and type of fud oil used, the sulfur content of each fue oil used, the hours of
operation and the amount of process weight added to each emissions unit.

6. Specific Reporting Reguirements:

Any exceedance over the opacity, particulate emissons, fud oil usage, or sulfur dioxide limits as
gated in this permit shal be reported to the Division as pecified in Section F (6).  The company
shdl dso certify to the Divison, annudly, thet a daily vishle emisson survey is conducted and the
specified records are being kept for thisemisson point. If more than two exceedances occur in any
rolling Sx months, the owner or operator shal submit to the Divison's Owensboro Regiond Office
no later than 30 days from the second exceedance a corrective action plan for the Divison's
approval.
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SECTION B - EMISSION POINTS, AFFECTED FACILITIES, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)

22 (-) Rod/Cablemill :
Description:
Mini-mill, 1 coil per hour

No applicable requirements or limitations apply.
23(-) SNIF unit
Description:

Molten meta purifier that utilizes chlorine gas mixed with argon

No applicable requirements or limitations gpply
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SECTION C - INSIGNIFICANT ACTIVITIES

The following listed activities have been determined to be inggnificant activities for this source pursuant to
Regulation 401 KAR 50:035, Section 5(4). While these activities are designated as indgnificant the
permittee must comply with the gpplicable regulaion and some minimd levd of periodic monitoring may

be necessary.

Description Generdly Applicable Regulation

1. Anneding oven #1 401 KAR 61:020
226 mmBTU / hr

2. Annedling oven #2 401 KAR 61:020
226 mmBTU / hr

3. Anneding oven #3 401 KAR 59:010
4mmBTU/ hr

4. POT hesaters 401 KAR 59:010
165mmBTU/ hr

5. Sow dryer 401 KAR 59:010
1.0 mmBTU / hr

6. Parts washers 401 KAR 63:020
300 gdlons (4)

7. Wdding 401 KAR 63:020
10000 Ibs 401 KAR 59:010

8. Sdtling basin 401 KAR 63:010
1GPM

9. Qil/water separator tanks None

12000 gdlons (3)

10. Kerosenetank None
550 gdlons
11. Diesd tank None
550 gdlon
12. Gaolinetank None
550 gdlon
13. Lubeail fugitives 401 KAR 63:020

1 GPM
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SECTION C - INSIGNIFICANT ACTIVITIES (CONTINUED)

Description Gengrdly Applicable Regulation
14. Propanetanks 401 KAR 63:020
30000 gdlons
15. Plant roads 401 KAR 63:010

Approximetely 1 mile

16. Dross storage 401 KAR 59:010
18. Cooling towers 401 KAR 63:010
19. 4000 Ib Startup Furnace 401 KAR 59:010

for the no. 3 Rod mill

20. Aluminum dross press 401 KAR 52:020
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SECTION D - SOURCE EMISSION LIMITATIONS AND TESTING
REQUIREMENTS

1. Stateorigin requirements.

a) aduminum oxide emissons shdl not exceed 3.68 |b per hour, and
b) chlorine emissons shall not exceed 9.37 |bs per hour.

2. Compliance with annua emissons and processing limitations imposed pursuant to 401 KAR 50:035,
Section 7(1)(a), and contained in this permit, shall be based on emissons and processing rates for any
twelve (12) consecutive months, unless otherwise specified.

SECTION E - CONTROL EQUIPMENT CONDITIONS
Not gpplicable
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SECTION F - MONITORING, RECORDKEEPING, AND REPORTING
REQUIREMENTS

1.

When continuing compliance is demondrated by periodic testing or insrumenta monitoring, the
permittee shal compile records of required monitoring informetion that include:

Date, place as defined in this permit, and time of sampling or measurements.

Analyses performance dates,

Company or entity that performed andyses,

Andytica techniques or methods used;

Andyses results, and

Operating conditions during time of sampling or measurement;

o a0 oe

Records of dl required monitoring data and support information, including cdibrations, maintenance
records, and origind grip chart recordings, and copies of al reports required by the Divison for Air
Qudity, shal be retained by the permittee for a period of five years and shdl be made available for
ingpection upon request by any duly authorized representative of the Divison for Air Quality. [401
KAR 50:035, Permits, Section 7(1)(d)2 and 401 KAR 50:035, Permits, Section 7(2)(c)]

In accordance with the requirements of Regulation 401 KAR 50:035, Permits, Section 7(2)(c) the

permittee shal dlow the Cabinet or authorized representatives to perform the following:

a. Enter upon the premises where asource is located or emissions-related activity is conducted, or
where records are kept;

b. Have accessto and copy, at reasonable times, any records required by the permit:

1. During norma office hours, and
ii. During periods of emergency when prompt access to records is essentid to proper
assessment by the Cabinet;

c. Ingpect, a reasonable times, any facilities, equipment (including monitoring and pollution control
equipment), practices, or operations required by the permit. Reasonable times shall include, but
are not limited to the following:

I. During dl hours of operation at the source,

ii. For al sources operated intermittently, during al hours of operation a the source and the
hours between 8:00 am. and 4:30 p.m., Monday through Friday, excluding holidays, and

jii. During an emergency; and

d. Sample or monitor, at reasonable times, substances or parameters to assure compliance with the
permit or any gpplicable requirements. Reasonable times shal include, but are not limited to the
following:

i.  During dl hours of operation at the source,

ii. For al sources operated intermittently, during al hours of operation at the source and the
hours between 8:00 am. and 4:30 p.m., Monday through Friday, excluding holidays, and

lii. During an emergency.

No person shdl obgtruct, hamper, or interfere with any Cabinet employee or authorized
representative while in the process of carrying out officid duties. Refusal of entry or access may
condtitute grounds for permit revocation and assessment of civil pendties.
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REQUIREMENTS (CONTINUED)

5.

6.

Reports of any monitoring required by this permit, other than continuous emisson or opacity monitors,
shdl be reported to the Divison's Owensboro Regiond Office no later than the Sx-month anniversary
date of this permit and every 9x months theresfter during the life of this permit, unless otherwise dated
in this permit. The permittee may shift to semi-annua reporting on a caendar year bas's upon
gpprova of the regiond office. If cdendar year reporting is approved, the semi-annua reports are
due January 30th and July 30th of each year. Data from the continuous emission and opacity
monitors shall be reported to the Technica Services Branch in accordance with the requirements of
Regulation 401 KAR 59:005, Generd Provisons, Section 3(3). All reports shal be certified by a
respongble officid pursuant to Section 6(1) of Regulation 401 KAR 50:035, Permits. All devidions
from permit requirements shal be clearly identified in the reports.

a. In accordance with the provisons of Regulation 401 KAR 50:055, Section 1 the owner or
operator shdl notify the Divison for Air Quality's Owensboro Regiond Office concerning
gartups, shutdowns, or malfunctions as follows:

1. When emissons during any planned shutdowns and ensuing startups will exceed the gandards
natification shall be made no later than three (3) days before the planned shutdown, or
immediatdly following the decison to shut down, if the shutdown is due to events which could
not have been foreseen three (3) days before the shutdown.

2. When emissions due to mafunctions, unplanned shutdowns and ensuing artups are or may
be in excess of the gandards natification shal be made as promptly as possible by telephone
(or other eectronic media) and shall cause written notice upon request.

b. In accordance with the provisons of Regulation 401 KAR 50:035, Section 7(1)(€)2, the owner
or operator shal promptly report deviations from permit requirements including those attributed
to upset conditions (other than emission exceedances covered by generd condition 6 a. above)
to the Divison for Air Qudity's Owensboro Regiond Office within 3 days. Other deviationsfrom
permit requirements shdl be included in the semiannud report required by generd condition F.5.

Pursuant to Regulation 401 KAR 50:035, Permits, Section 7(2)(b), the permittee shal certify

compliance with the terms and conditions contained in this permit, annudly on the permit issuance

anniversary date by completing and returning a Compliance Certification Form (DEP 7007CC) (or

an gpproved dternative) to the Divison for Air Qudity's Owensboro Regiona Office and the U.S.

EPA in accordance with the following requirements:

a. ldentification of each term or condition of the permit thet is the basis of the certification;

b. The compliance status regarding each term or condition of the permit;

c. Whether compliance was continuous or intermittent; and

d. The method used for determining the compliance status for the source, currently and over the
reporting period, pursuant to 401 KAR 50:035, Section 7(1)(c),(d), and ().

e. The cetification shal be postmarked by the thirtieth (30) day following the applicable permit
issuance anniversary date. Annud compliance certifications should be mailed to the following
addresses:
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Divison for Air Quality U.S. EPA Region IV
Owensboro Regiond Office Air Enforcement Branch
3032 Alvey Park Drive W. Atlanta Federal Center
Owensboro, KY 42303 61 Forsyth St.

Atlanta, GA 30303-8960
Divison for Air Qudlity
Centrd Files

803 Schenkd Lane
Frankfort, KY 40510

8.  Inaccordance with Regulation 401 KAR 50:035, Section 23, the permittee shdl  providethedivison
with al information necessary to determine its subject emissons within thirty (30) days of the date the
KY EIS emission report is mailed to the permittee,

9. Pursuant to Section VI1.3 of the policy manud of the Divison for Air Quality as referenced by
Regulation 401 KAR 50:016, Section 1(1), results of performance test(s) required by the permit shdll
be submitted to the Divison by the source or its representative within forty-five days after the
completion of the fieldwork.
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(@ Generd Compliance Requirements
1. The permittee shdl comply with al conditions of this permit. A noncompliance shdl be (a)
violation(s) of state regulation 401 KAR 50:035, Permits, Section 7(3)(d) and for federaly
enforceable permitsis dso aviolation of Federd Statute 42 USC 7401 through 7671q (the Clean
Air Act) and is grounds for enforcement action including but not limited to the termination,
revocation and relssuance, or revison of this permit.

2. The filing of a request by the permittee for any permit revison, revocation, reissuance, or
termination, or of anatification of aplanned change or anticipated noncompliance, shal not say
any permit condition.

3. This permit may be revised, revoked, reopened and reissued, or terminated for cause. The
permit will be reopened for cause and revised accordingly under the following circumstances:
a. If additiond applicable requirements become agpplicable to the source and the remaining
permit term isthree (3) years or longer. In this case, the reopening shall be completed no
later than eighteen (18) months after promulgation of the gpplicable requirement. A
reopening shdl not be required if compliance with the applicable requirement is not required
until after the date on which the permit is due to expire, unless this permit or any of itsterms
and conditions have been extended pursuant to Regulation 401 KAR 50:035, Permits,
Section 12(2)(c);

b. The Cabinet or the U. S. EPA determines that the permit must be revised or revoked to
assure compliance with the applicable requirements;

c. TheCabinet or theU. S. EPA determines that the permit contains a materid mistake or that
inaccurate statements were made in establishing the emissons standards or other terms or
conditions of the permit.

Proceedings to reopen and reissue a permit shal follow the same procedures as apply to initia
permit issuance and shall affect only those parts of the permit for which cause to reopen exists.
Reopenings shall be made as expeditioudy as practicable. Reopenings shdl not be initiated
before a notice of intent to reopen is provided to the source by the Division, at least thirty (30)
days in advance of the date the permit isto be reopened, except that the Divison may provide
ashorter time period in the case of an emergency.

4. The parmittee shdl furnish to the Divison, in writing, information thet the DiviSon may request to
determine whether cause exigts for modifying, revoking and reissuing, or terminating the permit,
or to determine compliance with the permit. [401 KAR 50:035, Permits, Section 7(2)(b)3e and
401 KAR 50:035, Permits, Section 7(3)(j)]

5. The permittee, upon becoming aware that any relevant facts were omitted or incorrect information
was submitted in the permit goplication, shal promptly submit such supplementary facts or
corrected information to the permitting authority.
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6.

10.

11.

12.

13.

14.

15.

16.

Any condition or portion of this permit which becomes suspended or is ruled invalid as aresult
of any legd or other action shdl not invdidate any other portion or condition of this permit. [401
KAR 50:035, Permits, Section 7(3)(k)]

The permittee shdl not use as adefense in an enforcement action the contention that it would have
been necessary to hdt or reduce the permitted activity in order to maintain compliance. [401
KAR 50:035, Permits, Section 7(3)(e)]

Except asidentified as tate-origin requirements in this permit, dl terms and conditions contained
herein shall be enforceable by the United States Environmenta Protection Agency and citizens
of the United States.

This permit shall be subject to suspenson if the permittee failsto pay al emissons feeswithin 90
days after the date of notice as specified in 401 KAR 50:038, Section 3(6). [401 KAR 50:035,
Permits, Section 7(3)(h)]

Nothing in this permit shal dter or affect the lighility of the permittee for any violation of gpplicable
requirements prior to or a the time of permit issuance. [401 KAR 50:035, Permits, Section
8(3)(b)]

This permit shal not convey property rights or exclusve privileges. [401 KAR 50:035,
Permits, Section 7 (3)(g)]

Issuance of this permit does not relieve the permittee from the respongibility of obtaining any other
permits, licenses, or gpprovals required by the Kentucky Cabinet for Natural Resources and
Environmenta Protection or any other federd, state, or loca agency.

Nothing in this permit shdl dter or affect the authority of U.S. EPA to obtain information pursuant
to Federa Statute 42 USC 7414, Inspections, monitoring, and entry. [401 KAR 50:035 ,
Permits, Section 7(2)(b)5]

Nothing in this permit shal dter or affect the authority of U.S. EPA to impose emergency obtain
information pursuant to Federal Statute 42 USC 7414, Inspections, monitoring, and entry. [401
KAR 50:035, Permits, Section 7(2)(b)5]

Permit Shidd: Except as provided in State Regulation 401 KAR 50:035, Permits, compliance
by the affected facilities listed herein with the conditions of this permit shal be deemed to be
compliance with dl gpplicable requirementsidentified in this permit as of the date of issuance of
this permit.

All previoudy issued operating permits are hereby null and void.
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(b) Permit Expiration and Regpplication Requirements

This permit shal remain in effect until December 10, 2003. Permit expiration shdl terminate the
source's right to operate unless atimely and complete renewa gpplication has been submitted to
the Divison at least Sx months prior to the expiration date of the permit. Upon atimely and
complete submittd, the authorization to operate within the terms and conditions of this permit,
including any permit shidd, shdl remainin effect beyond the expiration date, until the renewa
permit isissued or denied by the Divison.[401 KAR 50:035, Permits, Section 12]

(c) Permit Revisons

1

A minor permit revison procedure may be used for permit revisons involving the use of economic
incentive, marketable permit, emission trading, and other smilar gpproaches, to the extent that
these minor permit revision procedures are explicitly provided for in the SIP or in gpplicable
requirements and meet the rdevant requirements of Regulation 401 KAR 50:035, Permits,
Section 15.

This permit is not transferable by the permittee. Future owners and operators shdl obtain anew
permit from the Divison for Air Qudity. The new permit may be processed as an administretive
amendment if no other change in this permit is necessary, and provided that a written agreement
containing a specific date for transfer of permit responsibility coverage and liability between the
current and new permittee has been submitted to the permitting authority thirty (30) days in
advance of the trandfer.

(d) Congruction, Start-Up, and Initid Compliance Demondtration Requirements

Emission point 21 (S8, S9)

1

c

Congtruction of process and/or air pollution control equipment authorized by this permit shal be
conducted and completed only in compliance with the conditions of this permit.

Within thirty (30) days following commencement of congtruction, and within fifteen (15) days
following gart-up, and attainment of the maximum production rate specified in the permit
aoplication, or within fifteen (15) days following the issuance date of this permit, whichever is
later, the permittee shal furnish to the Divison for Air Quaity's Owensboro Regiond Officein
writing, with a copy to the divison's Frankfort Centra Office, natification of the following:

The date when congtruction commenced.

The date of start-up of the affected facilities ligted in this permit.

The date when the maximum production rate specified in the permit gpplication was achieved.

Pursuant to State Regulation 401 KAR 50:035, Permits, Section 13(1), unless congtruction is
commenced on or before 18 months after the date of issue of this permit, or if
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condruction is commenced and then stopped for any consecutive period of 18 months or more,
or if condruction is not completed within eighteen (18) months of the scheduled completion dete,
then the condruction and operating authority granted by this permit for those affected fadilitiesfor
which condruction was not completed shal immediately becomeinvdid. Extensonsof thetime
periods specified herein may be granted by the division upon a satisfactory request showing that
an extendgon isjudtified.

4. Operation of the affected facilities for which condruction is authorized by this permit shdl not

commence until compliance with the applicable sandards specified herein has been demondirated
pursuant to 401 KAR 50:055, except as provided in Section | of this permit.

(60 Acd Ran Programn Reguirements

If an gpplicable requirement of Federd Statute 42 USC 7401 through 7671q (the Clean Air Act)
ismore stringent than an applicable requirement promulgated pursuant to Federa

Statute 42 USC 7651 through 76510 (Title IV of the Act), both provisons shdl gpply, and both
shall be state and federaly enforceable.

(H Emergency Provisons
1. Anemegency shdl conditute an affirmative defense to an action brought for noncompliance with
the technol ogy-based emission limitations if the permittee demondtrates through properly sgned
contemporaneous operating logs or other relevant evidence that:

a.  Anemergency occurred and the permittee can identify the cause of the emergency;

b. The permitted facility was at the time being properly operated;

c. During an emergency, the permittee took al reasonable Seps to minimize levels of emissons
that exceeded the emissions standards or other requirements in the permit; and,

d. The permittee natified the Division as promptly as possible and submitted written notice of
the emergency to the Divison within two working days after the time when emission
limitations were exceeded due to the emergency. The notice shal meet the requirements of
401 KAR 50:035, Permits, Section 7(1)(€)2, and include a decription of the emergency,
steps taken to mitigate emissions, and the corrective actions taken. This requirement does
not relieve the source of any other locd, state or federa notification requirements.

2. Emergency conditions listed in Generd Condition (f)1 above are in addition to any emergency
or upset provison(s) contained in an gpplicable requirement.

3. Inan enforcement proceeding, the permittee seeking to establish the occurrence of an emergency
shall have the burden of proof. [401 KAR 50:035, Permits, Section 9(3)]

(9 Rik Management Provisons

The permittee shdl comply with dl applicable requirements of 40 CFR Pat 68, Risk
Management Plan provisons. If required, the permittee shal comply with the Risk
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2.

(h)

Management Program and submit a Risk Management Plan to:
RMP Reporting Center

P.O. Box 3346

Merrifield, VA, 22116-3346

If requested, submit additiona relevant information by the division or the U.S. EPA.

Ozone depleting substances

1. The permittee shdl comply with the sandards for recycling and emissons reduction pursuant to
40 CFR 82, Subpart F, except as provided for Motor Vehicle Air Conditioners (MVACS) in
Subpart B:

a

b.

Persons opening appliances for maintenance, service, repair, or disposa shal comply with

the required practices contained in 40 CFR 82.156.

Equipment used during the maintenance, service, repair, or digposa of gppliances shal
comply with the standards for recycling and recovery equipment contained in 40 CFR
82.158.

Persons performing maintenance, service, repair, or digposal of appliances shdl be certified
by an approved technician certification program pursuant to 40 CFR 82.161.

Persons digposing of smdl gppliances, MV ACs, and MVAC-like appliances (as defined at
40 CFR 82.152) shal comply with the recordkeeping requirements pursuant to 40 CFR
82.166.

Persons owning commercid or indudirid process refrigeration equipment shal comply with
the leak repair requirements pursuant to 40 CFR 82.156.

Owners/operators of gppliances normally containing 50 or more pounds of refrigerant shall
keep records of refrigerant purchased and added to such appliances pursuant to 40 CFR
82.166.

2. If the permittee performs service on motor (fleet) vehicle air conditioners containing ozone-
depleting substances, the source shal comply with al gpplicable requirements as specified in 40
CFR 82, Subpart B, Servicing of Motor Vehicle Air Conditioners.
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SECTION H - ALTERNATE OPERATING SCENARIOS
Not Applicable.

SECTION | - COMPLIANCE SCHEDULE
Not Applicable.



